
 
  
 

 

Pfalz Tec GmbH 

CEO: Heinz Gerke 

Erligheimer Ring 9 

D - 02829 Markersdorf 

Cold fog devices and automated systems for 

Disinfection - Plant Protection - Pest Control 

Animal and plant strengthening - dust and odour binding 

Air humidification - mould removal 

     +49 (0) 35829 63 1111 

                            info@pfalz-tec.com 

                                www.pfalz-tec.com  

 

 

   Technical Data Sheet HAND 
 

    Specifications 

• Range approx.  8 – 15 m (internals reduce the reach) 

• up to approx. 50 m³ room volume 

• Dimensions: L= 21 cm x W= 10 cm x H= 25 cm 

• Weight empty: approx. 1 kg 

• Capacity of the central container: 1 l 

• Droplet spectrum: Ø 6–16 μm 
 
 

      Device options 

• Adjustable average flow rate via various dosing nozzles 

• PfalzTec Timer  
 
 
 

       Performance data 

Pressure Effective 
delivery 
quantityCom
pressed air 

Average throughput (depending on dosing nozzle and orifice insert) Range of the fog 
in space 

Dry fog for Dedium fog for Wet fog for 

  1. Plant protection 
1. Remedy 
1. Pest control 

• Disinfection 

• Disinfection • Humidification  

3 bar 100 l/min 1 bis 2 l/h bis 5 l/h bis 8 l/h bis 15 m 

6 bar 200 l/min 2 bis 3 l/h bis 8 l/h bis 12 l/h bis 18 m 
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